Declaration of performance

Pfeifer Holz — CHV DoP 21 - 0824

1. Unigue identification code of the product type: Machanical strength graded structural timber with rectangular
cross section

2. Type, batch or serial number or any other element allowing identification of the construction product as required pursuant
to Article 11 Para. 4 BauPVo: As the delivery note, invoice and / or customer specification

3. Intended use or uses of the construction product, in accordance with the applicable harmonized technical specification,
as foreseen by the manufacturer: Buildings and bridges

4. Registered name and contact address of the manufacturer as required pursuant to Article 11 Para. 5 BauPVo:
Pfeifer Holz s.r.o.
Chanovice 102
34101 Horazdovice
Czech Republik

5. Where applicable, Name and contact and verification of the authorized representative whose mandate covers the
tasks specified in Article 12 Para. 2 BauPVo: Not applicable

6.  System of assessment and verification of constancy of performance of the construction product as set out in
Annex V BauPVo: System 2+

7. In case of the declaration of performance concerning a construction product covered by a harmonized standard:

EN 14081-1:2005 + A1:2011

Holzforschung Austria HFA 1359 performed the initial inspection of the manufacturing plant and of factory
production control and the continuous surveillance, assessment and evaluation of factory production control
and issued the certificate of conformity CE 1359 - CPR - 0824 of the factory production control.

8. In case of the declaration of performance a construction product for which a European Technical Assessment has
been issued: Not applicable

9.  Declared performance:

Essential characteristics Performance Harmonized technical
specification

Mechanical Modulus of elasticity, strength classes,

Resistance as: bending strength, see annex 1 EN 14081-1:2005 + A1:2011
compressive strength, | delivery note, invoice and
shear strength stamp mark
If relevant DG if offered dry graded only

Reaction to fire D-s2, d0

Release of dangerous substances NPD

Natural durability (not treated) Class 4

Durability for treated timber NPD

Wood destroying fungi if treated NPD

Insects if treated NPD

Termites NPD

Marine borers NPD

Specific technical documentation: Not applicable

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed on behalf of the manufacturer: RadekRecka Chanovice, 23.09.2021
PO pFE I FE R Head/of/plant Chénovice
Pfeifer Holz s.r.o. 38

Chanovice 102, 341 01 Horazdovice
ICO: 45349711, DIC: CZ45349711
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Performance Annex 1

Pfeifer Holz — CHV DoP 21 - 0824
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C-Klassen:
Holzarten Herkunft Festigheits- | mension
klassen
Fichte (Picea abies - PCAB) | Osterreich (AT) C14 Dicke: 18 - 135 mm
Tanne (Abies alba - ABAL) Belgien (BE) C1i6 Breite- 80 - 308 mm
Schweiz (CH) C18
Tschechien (C2Z) CX
Deutschiand (DE) Cc22
Estland (EE) C24
Finnland (F1) c27
Frankreich (FR} TR 28
Italien (1T} c3aD
Liechtenstein (LI} C35
Luxemnburg (LU} Cc4ap
Norwegen (NOj
Polen (PL}
Rumanien (RO}
Russland (RU}
Schweden (SE)
Slowenien (S1)
San Marino (SM)
Ukraine (UA)
' westlich vom Ural und nZroich vom 55. Brafiengrac
T-Klassen:
Holzarten Herkunft Festighert=- | Dimension
sen
Fichte (Picea abies - PCAE) | Osterrsich (AT) T B Dicke: 27 - 66 mm
Tanne [Abies alba - ABAL) Tschechien {CZ) T10 Breite: 82 - 310 mm
Deutschiand [DE) ™
Finnland (Fi) T13
Polen (PL) T14
Rumdanien (RO} T15
Russland (RU}) T186
Schweden (SE) T18
Slowenien (31) T21
Ukraine (UA) T22
T24
T 26

i westlizh vom Ura und nZroich vom 535. Braftengrad



