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For better solutions made of wood.



Standard products

STRENGTH VALUES IN N/mm² (Standard GL30C)) GL24CS GL28CS

Deflection, f m, g, k 28 30

Vertical tension II, f t,  0, g, k 16.5 20

Vertical tension, f t, 90, g, k 0.4 0.5

Parallel compression II, f c, 0, g, k 24 25

Vertical compression, f c, 90, g, k 2.7 3

Shear modulus, f v, k 2.7 3.5

Elasticity modulus E mean, E 0, g, mean 12,600 13,000

Density kg/m3, ρ , g, k 380 390

Standard sizes on the table: other sizes on request.
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Type of wood: Spruce / pine

Strength classes: On request

Length: 3–13.5 m

Surface: Planed on 4 sides

Humidity content: 14–16 %

Lamella and joint glue: PUR (Polyurethane),  
lightweight glue for exterior use

Packaging: Individual or package wrapping

Standard sizes: Widths 42, 45, 56 and 66, height as 
per customer request. We also provide other packa-
ging sizes and dimensions as well as individually cut 
beams that meet the customer‘s requirements.

Standard packaging size: For transport, the pro-
ducts are wrapped in film in practical sizes. Height 
150–500 mm x width approx. 1.000 mm. Packaging 
size also as per customer request.

Utilisation classes: NK4 / EN 350-2 quality standard, 

as well as the EN 338 standard

Gulam can be impregnated.

R A N G E

Request

Product information


