
Glulam

pfeifergroup.com

We connect people, 
nature and technology.

For better solutions made of wood.
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Standard products

STRENGTH VALUES IN N/mm² GL24C GL28C GL30C GL32C

Deflection, f m, g, k 24 28 30 32

Vertical tension II, f t, 0, g, k 14 16.5 20 19.5

Vertical tension, f t, 90, g, k 0.35 0.4 0.5 0.45

Vertical compression II, f c, 0, g, k 21 24 25 26.5

Vertical compression, f c, 90, g, k 2.4 2.7 3 3

Shear modulus, f v, k 2.2 2.7 3 3.2

Elasticity modulus E mean, E 0, g, mean 11,600 12,600 13,000 13,700

Density kg/m3, ρ , g, k 350 380 390 410

Standard sizes on the table: other sizes on request.

Type of wood: Spruce / pine

Strength classes: GL24c, GL28c, GL30c, GL30h, 
GL32c

Length: 1–13.5 m

Surface: Planed on 4 sides

Humidity content: 14–16 %

Bonding: PUR (Polyurethan)

Packaging: Individual or package wrapping

Standard packaging size: Length 200–500 mm x 
width approx. 1.000 mm

Utilisation classes: NK4 / EN 350-2quality standard, 
as well as the EN 338 standard

Gulam can be impregnated.
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WIDTH HEIGHT

90 180 / 225 / 270 / 315 / 360 / 405 / 540

115 180 / 225 / 270 / 315 / 360 / 405 / 450 / 495 / 540

Standard sizes on the table: other sizes on request.

WIDTH HEIGHT

140 180 / 225 / 270 / 315 / 360 / 405 / 450 / 495

165 360 / 450

Request

Product information


