
Profiled timber  
exterior

pfeifergroup.com

We connect people, 
nature and technology.

For better solutions made of wood.
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	� Pfeifer Nordics’s profiled timber is made from 
Nordic pine and spruce 

	� Slowly grown wood, high density, maximum 
wood quality, maximum surface quality

	� Pfeifer Nordics’s profiled timber is also available 
with surface treatment

S I G N I F I C A N T  A D VA N TAG E S

Length: The boards are produced in lengths from 
3.6–5.4 m as well as fixed lengths, e.g. 3.0 m. Other 
lengths and profiles possible on customer request. 
Length starts from 2.4m.

Quality and humidity content: Uniform, tightly 
grained spruce with solid grown branches and a 
humidity content of 16–18 %.

Surface: Fine sawn.

Surface treatment: Primed using environmentally 
friendly, water based alkyl resin. Top coating can 
be done with any conventional exterior use paint. 
Standard colour is white, other colours on request.

R A N G E

PROFILE DENSITY mm WIDTH mm

UTV 20 95 / 120 / 145

UTV 23 95 / 120 / 145

UTV 28 170

UTK 20 120 / 145

UTK 23 145

UYV 23 120

MITT 20 95 / 120 / 145

Standard sizes on the table: other sizes on request.Request

Product information


